
Grand Lucille S9 | Floor 

DE LED-Stehleuchte. Direkt-indirektstrahlend. Microprismenoptik mit opti-

-

-

tionen siehe Lightnet-Surface-Collection oder RAL nach Wahl. Intuitives 

Bedienfeld im Leuchtenmast für getrennt stufenlose Dimmung und Schal-

tung der Kammern für Direkt-/Indirektlicht, bei Tunable White gemeinsame 

Steuerung der Lichtkammern. Standard Farbtemperatur 2700K, 3000K, 

3500K, 4000K, 6500K oder Tunable White (2700K-6500K). Binning ini-

(EU, CH, UK).

EN LED free-standing luminaire. Direct-indirect light distribution. Micro-

prismatic screen with optimized glare reduction especially for workplaces. 

Luminaire head with perfect uniform and enhanced light transmission. 

springs or cords. Surface available in white, silver, black or champagne 

coated. Further surface options see Lightnet-Surface-Collection or RAL 

of your choice. Intuitive control panel in luminaire pole for dimming and 

switching the direct/indirect light separately, for Tunable White com-

mon control of the light chambers. Standard colour temperature 2700K, 

3000K, 3500K, 4000K, 6500K or Tunable White (2700K-6500K). Binning
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U: Grand Lucille

S9: Direct-Indirect

A: Microprismatic

W: Snow White, A: Satin Silver, B: Jet Black, H: Anodic Champagne, K: Satin Copper

X: Separately Dimmable

8: CRI>80, 9: CRI>90, F: Full Spectrum

27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K

H: High Power

Head Diameter in mm: D500

P: Rectangular

A: Schuko CEE 7/7 (Type E+F), B: CH T12 (Type J), C: UK BS 1363 (Type G), D: Wieland, E: WAGO

Product Family

Type

Optical System

Surface Finish

Control Gear

Colour Rendering

Colour Temperature

Power

Size

Base

Plug

U S9 A W X - 8 30 H - D500-P-A

K Satin CopperH Anodic ChampagneB Jet BlackU Urban GraphiteA Satin SilverW Snow White

Separately Dimmable

D
mm

Lumen/Watt
High Power

500 10700lm/80W

Microprismatic | Direct-Indirect

50

100

200

300

Dir.~25%

Indir.~75% U 3

US9


